BK) WATER COOLING UNIT SET

WTTDW/WTDW / WTDS

WATER COOLING UNIT SET (Feature)

- To reduce the problems caused by heat and dirt, it is
made of Stainless Steel and Class-4 high strength brass,
Due to the new IN-OUT Water Distributor design, the
cooling water can be more efficiently supplied.

Patent No_ : 10-0920032
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FASTENING TORQUE (Nm)

% WARNING - Don’t too much press povver‘vvhen Screw Shankimm) MAX Torque(Nm)
you assemble this merchandise (Nm)
M6 75
M D | od| @dl|9d2| M-P L1 MB 89
M6 | 12 | 2 | 3 | 10 |(6-0.75 | 10 T 26’ 5
16| 4 | 5 | 14 10 '
M8 (8-1.0)
20 4 5 14 10 — ;
B 5 5 = 12 No Description Q'ty Material
10 1 | Water cooling vnit | 1 CAC 304
30 6 8 18
M12 (12-1.25) 2 PIPE 1 SUS
35 | 6 8 | 18 12 3 [Core shaft fixed nut| 1 SUS
40 6 8 18 12 4 Core shaft 1 SUS
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WATER COOLING UNIT

In Out
WTDS-12 WTDS-12

N

% WARNING - Don’t too much press power when
you assemble this merchandise

M D | d M-P MM-P H
M6 | 12 | 2 6-075 | 10-125 | 73

16 | 4 =il 14-1
M8 8-10 5 80
20 | 4 8-10 14-15 82
25 | 6 | 12-125 | 18-15 83
30 | 6 | 12-125 | 18-15 83

M12

3 | 6 | 12-125 | 22-15 85
40 | 6 | 12-125 | 22-15 85
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